Lateral Load Strength of Screw Connections in 29ga Metal by Anderson, G. A. & Kelley, V. C.
Missouri University of Science and Technology 
Scholars' Mine 
International Specialty Conference on Cold-
Formed Steel Structures 
(1998) - 14th International Specialty Conference 
on Cold-Formed Steel Structures 
Oct 15th, 12:00 AM 
Lateral Load Strength of Screw Connections in 29ga Metal 
G. A. Anderson 
V. C. Kelley 
Follow this and additional works at: https://scholarsmine.mst.edu/isccss 
 Part of the Structural Engineering Commons 
Recommended Citation 
Anderson, G. A. and Kelley, V. C., "Lateral Load Strength of Screw Connections in 29ga Metal" (1998). 
International Specialty Conference on Cold-Formed Steel Structures. 3. 
https://scholarsmine.mst.edu/isccss/14iccfsss/14iccfsss-session10/3 
This Article - Conference proceedings is brought to you for free and open access by Scholars' Mine. It has been 
accepted for inclusion in International Specialty Conference on Cold-Formed Steel Structures by an authorized 
administrator of Scholars' Mine. This work is protected by U. S. Copyright Law. Unauthorized use including 
reproduction for redistribution requires the permission of the copyright holder. For more information, please 
contact scholarsmine@mst.edu. 
Fourteenth International Specialty Conference on Cold-Formed Steel Structures 
St. Louis, Missouri U.S.A., October 15-16, 1998 
LATERAL LOAD STRENGTH OF 




The results of 300 tests on screwed connections in shear are presented. The load capacity 
of screws in a row is shown to be additive and screws placed in narrow ribs of 29ga steel 
have the same strength as screws placed in flat sheets. The AISI equation for tilting 
strength of screw connections under predicts the strength of the screw connections tested. 
A regression equation is developed for tilting and compared to the AISI tilting equation 
and a third party test data. The regression equation is more accurate but less precise than 
the AISI equation. 
INTRODUCTION 
Post-frame buildings depend upon light-gage metal over dimension lumber frames to 
resist lateral load (II). The structural properties of light-gage metal diaphragms are 
dependent upon the mechanical fasteners used to attach the sheathing to the frame, and to 
connect adjacent sheets together, seam fastener (1,2, and 6). Adjacent 28-29ga sheets 
generally overlap at the rib requiring fasteners to be placed in the often narrow, flat area 
on top of the rib, see Figure 1. The fasteners placed in the overlapping rib may penetrate 
both sheets and extend into the purlin at the purlin or only penetrate the two overlapping 
sheets at the purlin or between the purlins. Fasteners extending into the purlin generally 
do not tilt while fasteners that do not extend into the purlin do tend to tilt, see Figures 2 
and 3. 
The seam fasteners used to join two adjacent sheets may be 24" o-c (at purlins only) to 3" 
or 4" o-c. Fasteners spaced 24" o-c most likely behave as independent fasteners. 
Fasteners spaced 3" o-c may influence each other's behavior. Riskowski and Uken (9) 
found that two screws not in the same row only increased the joint strength by 37%. 
Luttrell(6) found that two screws in a row provided close to twice the strength as one 
screw. AISI (3) does not address specifically the strength of multiple fasteners in a row. 
Heavily fastened 29ga diaphragms may have 4-5 fasteners in a row between purlins. If it 
is assumed that the frame, pUrlins, tends to displace the sheets of the diaphragm relati ve 
to each other, then the fasteners along the rib between purlins may be thought of as a 
group of fasteners resisting the sheet displacement. 
1) Associate Professor, Agricultural Engineering Department, South Dakota State University, 
Brookings, SD. 




The thread nearest the sheet not in contact with the head of the screw would behave as a 
small diameter washer if the thread angle were 0° or 45°, square or buttress thread, or if 
the pitch were close to zero. The thread angle is generally not given but the pitch, inverse 
of threads per inch, is generally provided by the screw manufacturer. Screws with a large 
pitch, few threads per inch, will tilt farther before engaging the thread and the sheet not 
next to the screw head. Also, as the pitch and there by the tilt is increased, it is more 
likely that the sharp edge of the sharp V thread will come in contact with sheet. Less 
thread bearing area will be provided against the sheet which will concentrate the load on 
the sheet surface. 
The shear capacity of screws used in light-gage metal connections has long been 
recognized (10). Equations for predicting the shear strength of screwed connections were 
proposed by Stark and Toma (10). However, the proposed equations were not 
universally accepted leading Yu to recommend that screw connection strength be 
determined by appropriate tests (12). Screw testing continued by organization and 
private companies. Some companies developed shear strength design values and guides 
(4 and 5) but others did not. Pekoz (8) evaluated the test results from five sources which 
included 2286 shear tests. Pekoz recommended that the European Recommendation for 
shear strength of screw connections be adopted with a modification of the equations 
constants, multiplied by 1.3, and basing the strength on the sheet ultimate strength rather 
than the yield strength. It was also recommended that the safety factor be 3.0 for the 
allowable stress design procedure. AISI (3) adopted Pekoz's recommendations in 1993. 
Screw fastener tests generally have involved a relatively wide flat sheet with one or two 
fasteners when the failure mode is tilting of the screws or bearing failure. Screws used to 
fasten 29ga seams in post-frame construction are often placed in ribs nominally are 3/8" 
wide with SUppOlt from the metal comprising the side of the rib, see Figure 1. The steel 
used in the tests is generally 26ga and thicker rather than 29ga and screws in the rib 
(nominally %" to 1" high) at the purlins are generally long enough to penetrate the purlin. 
OBJECTIVES 
The objectives of the screw fastener test program are to evaluate the basic strength of 
common sizes of screws used with 29ga sheeting in the rib and the effect of blocking: 
where the screw penetrates the purlin. Also the test program will evaluate the effect of 
placing fasteners in a row along the rib and the effect of thread pitch on strength. A 
comparison will be made to determine if tests with flat sheets can be used to estimate the 
strength of fasteners placed in a narrow rib. 
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PROCEDURE 
The 300 test specimens were tested on a Syntech 2ID universal test machine with grips 
that were modified to accommodate gripping the test specimens along the nominally 3/8" 
wide rib. The load head travel was 0.1 inches/minute. Load and displacement data were 
collected at the rate of 250 pairs of data per minute. The sheet material used for the test 
was 29ga lCENTURY DRAIN sheeting provided by Wheeling Corrugating Company. 
The sheets were 18" long and the outside (overlapping) ribs, total width 6", were cut off 
each sheet to make one test specimen for the screws in rib tests. The ribs for each test 
specimen overlapped 14 \12" leaving 1 %" for each grip. Screws were placed centered in 
the 14 \12" overlap, single screw, or symmetrically located around the overlap centerline 
with screws 2.5" o-c, multiple screws. The 2.5" o-c arrangement exceeds the AISI 
requirement (3). The screw placement excluded edge failure (8) and was deemed to be 
the closest practical spacing of the screws in a diaphragm. The tests were run until a total 
displacement of 0.4" was reached or the screw pulled out of the sheeting. The screws did 
not tend to pullout of the sheeting but had reached a peak load; i.e. load was constant or 
decreasing with displacement. The basic test setup is shown in Figure 4. 
Sheet metal properties were determined from 5 specimens removed from 5-sheet sections 
selected arbitrarily. The sheet sections are the portion of the sheet remaining after the 
outside ribs were removed. The sheet ultimate strength was found to be 101,000 psi 
(COY = 3.03%) with an uncoated thickness of 0.0141" (COY = 1.07%). 
The screws used in the test are identified by their size and length. For example, 9-11/2 
would be a 9ga screw which is 1 \12" long. Table 1 provides the screw dimensions for 
each of the 4 sizes of screws utilized in the test program. The data found in Table 1 was 
determined from a sample of 10 screws randomly chosen from all the screws in each 
screw size. Table 2 shows the mean thread diameters of the screws as well as the thread 
diameters given by AISI and the NDS (3 and 7). The 9-1112 screws are lEast Coast 
fasteners while the 12-3/4, 14-3/4, and 147/8 are IConstruction Fastener screws. 
The screw test program is comprised of 300 tests with 30 replications of each of the 10 
test variables~ Sixty specimens were made with the 1112" wide, flat section of the sheet 
and 240 specimens were made with the rib. 
The 9-1112 screws were utilized in the first 7 test variables. The first 4 test variables 
consisted of 1, 2, 3 and 4 #9 screws 1 \12" long being placed in overlapping ribs as 
discussed in the beginning of this section. The tests evaluate the basic strength of the 
screws and what affect placing the fasteners in a row may have on strength. The fifth test 
variable placed a single #9 screw 1 \12" long through the overlapping ribs into a block of 
wood which prevents the screw from tilting during the test The sixth and seventh test 
variables involve #9 screws 1 \12" long placed in flat sections of the sheet which were 
1) No endorsement of product intended. 
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removed from between the ribs. The sixth test variable had 1 screw while the seventh 
test variable had two screws spaced as discussed in the beginning of this section. The test 
variables evaluate the effect that the rib may have on screw strength. 
The eighth, ninth, and tenth test variables used screws of different sizes placed 
individually in the overlapping ribs. The eighth test variable is a #12 screw %" long 
while the ninth and tenth test variables used a #14 screw %" long and 7/8" long 
respectively. Table 2 shows that the #14 screws had 15 threads per inch (3/4") and 20 
threads per inch (7/8"). Also, the 14-7/8 screw has a self-tapping tip while the 14-3/4 has a 
fully threaded point common for screws that penetrate both steel and wood. The three 
test variables will estimate the effect the screw diameter has on seam fastening and see 
whether threads per inch influence screw performance. 
RESULTS AND DISCUSSION 
The results of the test program are given in Table 3 and Figures 5, 6, and 7. All data 
provided were obtained by averaging the 30 replication of each test variable. The data 
found in Table 3 is the average peak load, or first peak load, without regard to the 
displacement while the data used to develop Figures 5, 6, and 7 are the averages of the 
load for a given displacement. Comparing Figures 5, 6, and 7 to Table 3 shows that the 
peak load is nQt the same and the peak loads in Table 3 are generally higher than those in 
Figures 5, 6, and 7. The maximum load (strength) that the tested fastener can carry is 
given in Table 3. The data in Table 3 is then the best point estimate of the maximum 
strength of the fastener. The curves shown in Figures 5, 6, and 7 show the average load 
required to cause a given deflection; i.e. stiffness. These data are then the best estimate 
of load-deflection behavior of the screw in the 29ga metal for each fastener used. Design 
engineers are more interested in the strength while individuals modeling fastener 
behavior would be more interested in the load-deflection characteristics of the fasteners. 
It should be noted that if one is modeling the fasteners with the curves in Figures 5, 6, 
and 7, the fasteners will not obtain the ultimate strengths found in Table 3. A polynomial 
regression was performed on the curves found in Figures 5, 6, and 7. A sixth degree 
polynomial yielded a correlation coefficient of 0.85 or greater. 
Table 3 gives maximum load the fasteners carried, peak load, and the first peak load. As 
the test specimens were loaded, they often exhibited periods of decreasing load with 
increasing displacement or relatively constant load for increasing displacement before the 
load began to increase again, see Figure 8. Stark and Toma (10) reported that screw 
connections that failed in hole bearing or tension failure of the net section reached a peak, 
then increased load until failure. The first peak may have been due to tilting of the screw, 
which is the initial dominant deflection term. At a certain load, the steel sheet in the 
connection begins to yield, bearing or tension, which becomes the dominant deflection 
term until failure. Stark and Toma (10) observed that screws that failed by tilting 
exhibited several peaks but of decreasing magnitude unlike those observed in this test 
program, see Figure 8. The peaks may be due to the movement of the screw in the sheets 
joined. As the screw first begins to tilt, the metal washer presses down on the neoprene 
washer compressing it on the top sheet at the same time the fluke of the thread pushes up 
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into the bottom sheet. The neoprene washer becomes fully compressed and the fluke of 
the thread pushes into the sheet, causing it to yield, making the first peale. Other peaks 
are produced as the neoprene washer slips relative to the metal washer, a thread pulls 
through the bottom sheet, and the sheet fails in bearing. The #9 screws tilted 
significantly more than the #12 and #14 screws which caused a crack or split in the top 
sheet parallel to the direction of movement in the sheet under the washer. Another peak 
occurs when the screw begins to pullout of the sheet, primarily #9 screws. Table 3 
shows that in all cases except for the #9 screws with block that the AISI equation for 
tilting is conservative and only the strength of the #9 screw with block, tilting prevented, 
is predicted by the AISI bearing equation. AISI equations are: 
1) Tilting: 
P= 4.2e12 Fu -Vd 
2) Bearing: 
P=2.7tdFu 
P=connection strength, lb. 
t =base metal thickness, 0.0141" 
Fu=base metal teasel strength, 101,00Opsi 
d=screw thread diameter 
Figure 4 shows that as the screw diameter increases, the peak load from testing increases 
relative to the AISI strength prediction equation for tilting making it unlikely that 
adjusting the constant in the tilting equation would account for the difference. Figure 9 
shows the peak load, first peak load and AISI load predicted for the 9-1112, 12-3/4, 14-3/4, 
and 14-7/8 single screw tests. The screw thread diameter is "x" in the equation shown in 
Figure 9. The constant in the AISI load equation ("calculated" in Figure 9) is found by 
substituting the base metal tensile strength and the base metal thickness into the tilting 




It is seen by comparing the AISI load prediction equation and the above equation that the 
exponent for the diameter (d) is 0.5 for the AISI equation and 1.54 for the regression 
equation. Also, the exponent for the thickness is 1.00 for the regression equation rather 
than 1.5 in the AISI predictive equation. The regression equation developed from this 
test program and the AISI predictive load equation were compared to test results for 
Buildex screws (5) with two equal thickness sheets, sheet thickness of 26-14ga and screw 
sizes of lOga, 12ga, 14ga, and 1,4", see Table 4. The thread diameter for the Buildex 
screws is reported as a range (5), average values of thread diameter were used in both the 
AISIpredictive equation and the regression equation. Table 4 shows that regression 
equation on average is within 5% of the Buildex test data while the AISI equation is 
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within 12% ofthe test data. The regression equation predicts strengths greater that test 
data on average and the AISI equation predicts strengths less than found by testing on 
average. However, the standard deviation of the test data to the predicted strength ratio 
for the regression equations is 3 times that of the AISI equation. The regression equation 
substantial overestimates (ratio <0.7) the strength of 14ga screws (diameter =0.251 and 
0.243) in the 26ga and 24ga (thickness=0.018" and 0.024") metal while it under estimates 
the strength (ratio> 1.3) of the smaller lOga screw (diameter=0.164") in the 22ga, 20ga, 
and 18ga (thickness=0.030", 0.036", and 0.048") sheet metal. The AISI equation tends to 
underestimate the strength ofthe single point lOga and 12ga screws (diameter=0.186" 
and 0.212") in the 26ga, 24ga, and 22ga (thickness=0.018", 0.024", and 0.030") metal. 
The test report on the Buildex fastener testing (5) states that the most common mode of 
failure was tilting of the screws with material build-up behind the screws leading to the 
screw pulling out of the bottom sheet (sheet away from screw head). The tilting failure 
with the screw slotting the bottom sheet was the mode of failure observed in the current 
test program with the additional observations that the top rib also developed a small split 
parallel to the direction of load and in the direction of the screw tilt when the screw being 
tested was a #9. The connections made with 2,3, and 4 #9 screws also exhibited slotting 
of the top rib under the washer. Figure 9 shows that the AISI strength equation for screw 
tilting under predicts the strength of the screw connections tested. All of the screws used 
in the test program had a metal washer under the head of the screw. The metal washer 
may resist tilting of the screw increasing the tilting load capacity of the screw. Screw 
head or washer diameter may need to be considered in determining tilting strength of 
screws. Another factor that may need to be considered is the threads per inch as 
discussed in the "Introduction". Table 3 shows that the mean strength of the 14-7/8 
screws is 10% greater than the 14-3/4 screws eventhough 14-3/4 screws have a somewhat 
greater thread and root diameter, see Table 1. The 14-7/8 screws do have a slightly 
greater washer diameter, but it would not appear to be significantly different. Also, the 
118" longer length of the ).4-7/8 screw did not affect the tilting strength because the extra 
length was not threaded and by the time the point of the screw is withdrawn from the 
sheet, the load has already dropped substantially. Further, Figure 9 shows that predicted 
load from the AISI equation deviates more from the test data. Table 1 shows that the 
washer diameter is relatively constant for the #12 and #14 screws but 25% greater than 
the #9 screw washer diameter. The thread diameter may interact with the washer diameter 
to influence strength. 
It is unlikely that the screw placement in the rib affected the screw strength. Table 3 
shows that the single and double 9-1112 screws placed in flat sheets and in the rib differed 
by a maximum average peak load of 3%. The data supports the argument that tests 
conducted in flat specimens are applicable to fasteners used in the rib with a nominally 
3/8" wide flat area. 
Figure 10 shows that the number of fasteners in a row is linear and when a regression 
analysis is performed with the fitted line through zero, the individual screw strength is 
within 1112% for the peak load (415.Olb vs 420.5lb) and the first peak load (328.81b vs 
333.51b). The correlation coefficient is greater than 0.99 for both cases. The data plotted 
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in Figure 10 includes the 9-1112 tests in the rib and in the flat sheets. The linearly additive 
effect is exhibited by both the flat sheet and ribbed specimen. 
Table 5 lists the minimum and maximum actual safety factors that would exist for the test 
data based on an intended 'safety factor of 3 if the ultimate strength of the fasteners were 
developed through testing, AISI equation, and the regression equation from Figure 9. 
The minimum actual safety factor from testing for any specimen is 2.03 while the 
maximum actual safety factor is 4.40. For tilting, the AISI safety factor was 3.21 
minimum actual and 7.21 maximum actual which is the most conservative. The AISI 
equation for bearing provides a safety factor range from 2.26 to 3.12, which is 
comparable to the range established for testing. The regression equation from Figure 9 
had a safety factor range of 1.88 minimum to 4.17 maximum which is a similar in 
magnitude but some what lower then the range for the testing. The regression equation 
was the least conservative method for determining design loads. 
CONCLUSIONS/SUMMARY 
The following conclusions can be made based on the test data contained herein: 
1. The AISI equation can predict bearing strength (within 6%) of the screw connections 
as evidenced by the 9-1112 block test. 
2. The AISI equation under predicts the tilting strength of the tested connections by a 
factor of 1.39 to 2.09. The metal washer used under the screw head and the threads 
per inch may account for the differences. 
3. The rib did not affect the performance of the fasteners. Test data derived from flat 
sheets may be used to estimate the strength of fasteners placed in the nominally 3/8" 
wide rib. 
4. A regression equation was developed from the test data for screw tilting failure. The 
regression equation with the same terms as the AISI equation (thickness of sheet, 
thread diameter, and ultimate sheet strength) had an exponent of 1 for the thickness 
and 1.54 for the thread diameter compared to an exponent of 1.5 for the thickness and 
0.5 for the thread diameter of the AISI equation. The regression equation increases 
the connection strength faster with changes in thread diameter than AISI equation but 
does not increase the connection strength as fast with increasing changes in sheet 
metal thickness as the AISI equation does. 
5. The regression equation more accurately predicted Buildex screw test data than the 
AISI equation but was only about 113 as precise. 
6. The regression equation is less conservative than the AISI equation. 
7. The ultimate strength (peak: load) of fasteners placed in a row on the rib of a sheet is 
the sum of the strength of the individual fasteners. 
518 
ACKNOWLEDGEMENTS 
The authors would like to thank Wheeling Corrugation Company, East Coast Fasteners, 
Construction Fasteners, and the South Dakota State University Agricultural Experimental 
Station for their support of the project. 
REFERENCES 
1. Anderson, G.A. 1991. "Lumber-Framed, Metal-Clad Wall Diaphragm Test 
Results." ASAE Paper No. 914057, ASAE, St. Joseph, MI. 
2. Anderson, G.A. 1989. "Effect of Fasteners on the Stiffness and Strength of 
Timber-Framed Metal-Clad Roof Sections." ASAE Paper No. NCR89-501, 
ASAE, St. Joseph, MI. 
3. Center For Cold-Formed Steel Structures, "AISI Specification Provisions for 
Screw Connections", Feb. 93 Vol 2(1), University of Missouri-Rolla, Rolla, MO. 
4. Compass International, "Fastening System for Steel Housing", not dated, 
Compass International, Buena Park, CA. 
5. Janusz, M., M. Seldz.and S. Moravek. "Buildex Teks Fasteners Performance 
Characteristics". 1985. Third Edition, Buildex Division -illinois Tool Works, 
Inc., Itasca, IL. 
6. Luttrel, L.D. "Diaphragm Design Manual", 1981. First edition, Steel Deck 
Institute, St. Louis, MO. 
7. National Forest and Paper Association, "National Design Specifications for Wood 
Construction (NDS)". 1991. NF & PA, Washington, D.C. 
8. Pekoz, T. "Design of Cold-Formed Steel Screw Connections", Proceedings, 10th 
International Specialty Conference on Cold-Formed Steel Structures, St. Louis, 
MO. Oct. 90. 
9. Riskowski, G.L. and G.D. Uken. "Strength of Self-Drilling Screw Joints for 
Light-Gage Steel Tube Greenhouse Trusses". 1991. Transactions of the ASAE, 
Vol 34(3), pp. 998-1001, ASAE, St. Joseph, MI. 
10. Stark, J.W.E. and A.W. Toma. "Connections in Cold-Formed Sections and Steel 
Sheets". Proceedings, 4th International Specialty Conference on Cold-Formed 
Steel Structures, St. Louis, MO, Jun 78. 
519 
11. Walker, J.N. and F.E. Woeste, Ed, "Post-Frame Building Design". 1992. ASAE 
Monograph No. 11, ASAE, St. Joseph, MI. 
12. Yu, W. "Cold-Formed Steel Structures Design Analysis Construction". 1992. 
Robert E, Krieger Publishing Company, Malabar, FL. 
NOTATION 
P = connection strength, lb 
t = base metal thickness, in 
d = screw thread diameter 
Fu = base metal tensile strength, lb/in 
r = correlation coefficient 































































































































































































































































































































































































































































































































































































































































































































































































































































































































Table 4. Comparison of Buildex test data (5), AISI predicted 
Predicted strength, and regression equation predicted strength. 
Dia Threads Point Sheet Sheet Tested Regression Ratio AISI Ratio 
(in) perin. ThicknessStrength Strength Equation Test to Strength Test to 
(in) (psi) (lb) Strength (lb) Regression (lb) AISI 
0.186 16 0.018 68100 398 386 1.0311 298 1.3356 
0.186 16 0.024 71900 584 544 1.0735 484 1.2066 
0.186 16 0.030 53500 659 506 1.3024 504 1.3075 
0.186 16 0.036 67400 884 764 1.1571 834 1.0600 
0.186 16 0.048 63100 1374 954 1.4403 1202 1.1431 
0.212 14 0.018 68100 432 472 0.9153 318 1.3585 
0.212 14 0.024 71900 703 660 1.0652 517 1.3598 
0.212 14 0.030 53500 753 618 1.2184 538 1.3996 
0.212 14 1 0.036 67400 1018 935 1.0888 890 1.1438 
0.212 14 1 0.048 63100 1452 1167 1.2442 1283 1.1317 
0.251 10 1 0.018 68100 409 613 0.6672 346 1.1821 
0.251 10 1 0.024 71900 663 862 0.6892 563 1.1533 
0.251 10 1 0.030 53500 811 802 1.0112 585 1.3863 
0.251 10 1 0.036 67400 1089 1213 0.8978 969 1.1238 
0.251 10 1 0.048 63100 1614 1514 1.0661 1396 1.1562 
0.164 16 2 0.018 68100 312 318 0.9811 280 1.1544 
0.164 16 2 0.024 71900 478 448 1.0670 455 1.0513 
0.164 16 2 0.030 53500 589 416 1.4154 473 1.2457 
0.164 16 2 0.036 67400 830 630 1.3175 783 1.0600 
0.164 16 2 0.048 63100 1206 786 1.5344 1129 1.0685 
0.164 16 2 0.060 63200 1268 984 1.2886 1580 0.8026 
0.212 14 2 0.018 68100 365 472 0.7733 318 1.1478 
0.212 14 2 0.024 71900 600 665 0.9023 517 1.1605 
0.212 14 2 0.030 53500 623 618 1.0081 538 1.1580 
0.212 14 2 0.036 67400 898 935 0.9604 890 1.1112 
0.212 14 2 0.048 63100 1370 1167 1.1748 1283 0.9096 
0.212 14 2 0.060 63200 1758 1461 1.2033 1796 0.8135 
0.212 14 2 0.075 67000 2138 1936 1.1043 2661 0.8034 
0.243 14 3 0.018 68100 326 583 0.5592 340 0.9574 
0.243 14 3 0.024 71900 540 820 0.6585 553 0.9757 
0.243 14 3 0.030 53500 756 763 0.9908 576 1.3135 
0.243 14 3 0.036 67400 930 1154 0.8059 953 0.9757 
0.243 14 3 0.048 63100 1442 1440 1.0014 1374 1.0496 
0.243 14 3 0.060 63200 2100 1803 1.1647 1923 1.0920 
0.243 14 3 0.075 67000 2584 2389 1.0816 2849 0.9069 
x = 0.9501 1.1196 
s = 0.4100 0.1618 
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Figure L Profile of CENTURY DRAIN, Wheeling Corrugating Coo, 
Wheeling, WV_ 
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Figure 2. Pro Panel-II (Metal Sales Manufacturing Corp., Louisville, KY) 
Sheathed diaphragm showing screws in rib between purlins tilting 
while fasteners in rib and purlin do not tilt. 
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Figure 3. CHANNEL DRAIN 2000 (Wheeling Corrugation Co., Wheeling, WV) 
diaphragm showing screw through overlapping ribs tearing both sheets and not tilting. 
Figure 4. Test specimen with 2 9-11/2" long screws placed in Syntech 21D 
universal testing machine. 
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Figure 5. Average load-deflection curves for 9-11/2 screw in rib single, double, 
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Figure 6. Average load-deflection curves for 9-1112 single and double screws in flat and 
9-1112 single screw in rib and block. 
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Figure 7. Average load-deflection curves for 12-3/4, 14-3/4, and 14-7/8 single 
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Figure 8. Load-deflection curve for the 6 specimens of 9-1112 single screw. 
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Single screw (on rib and flat) 
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Figure 9. Test data and AISI (3) equation variation of screw strength 
(tilting) with diameter. 
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Figure 10. Strength of the number of fasteners in a row. 
